
•	 	Stainless	steel	construction	with	double-skin	

air-insulated	bain	marie	tank	for	improved	

safety

•	 Can	be	run	in	wet	or	dry	operation	modes

•	 Multiple	elements	to	provide	even,	responsive	

heat	and	greater	reliability

•	 Thermostat	controls	with	a	clear	thermometer	

readout

•	 Full	size	gastronorm	cavity	to	take	your	

choice	of	either	65mm	or	100mm	deep	pan	

combinations

•	 Large	15mm	tap-style	rear	drain	for	fast	and	

safe	draining

•	 Non	slip	feet	as	standard

FEATURES & BENEFITS

Bain Maries
Woodson large bain maries offer 
double-skinned air-insulated 
construction and a multiple 
element design.

The flush, smooth design allows 
these bain maries to fit easily 
into any custom bench space.

Dealer:

W.BMA22 - 2  x 1/2 wide, 2 rows

kW 1.2						Weight	18kg		

Width	705								Depth	600							Height	245				

W.BMA23 - 3 x 1/2 wide, 2 rows

kW 1.8						Weight	28kg		

Width	1030							Depth	600						Height	245				

W.BMA24 - 4 x 1/2 wide, 2 rows

kW 2.4						Weight	38kg		

Width	1335							Depth	600					Height	245				

W.BMA25 - 5 x 1/2 wide, 2 rows

kW 2.4						Weight	48kg		

Width	1680							Depth	600						Height	245				

W.BMA26 - 6 x 1/2 wide, 2 rows

kW 2.4						Weight	58kg		

Width	2005							Depth	600						Height	245				

SPECIFICATIONS

Tom Stoddart Pty Ltd 
39	Forest	Way
Karawatha,	QLD,	4117
Ph	:	1300	79	1954
woodson@stoddart.com.au www.stoddart.com.au

We reserve the right to alter specifications of 
products without notice. All dimensions are in mm.
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